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Central Zone Type 1 (CZ1)
Pipe distances 20cm
Clip rail distances
Cement screed: Max. 2m
Liquid screed: Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Central Zone Type 1 (CZ2)
Pipe distances 20cm
Clip rail distances
Cement screed: Max. 2m
Liquid screed: Max. 1m

Central Zone Type 3 (CZ3)
Pipe distances 30cm
Clip rail distances
Cement screed: Max. 2m
Liquid screed: Max. 1m
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INSTALLATION GUIDE

System STANDARD – EDGE ZONE (EZ)

Edge Zone Type 1 (EZ1)
Pipe distances 8.8cm
Clip rail distances
Cement screed: Max. 2m
Liquid screed: Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Cement screed, Max. 2m
Liquid Screed, Max. 1m

Central Zone Type 3 (CZ3)
Pipe distances 30cm
Clip rail distances
Cement screed: Max. 2m
Liquid screed: Max. 1m
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